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SCOPE OF ACCREDITATION TO ISO/IEC 17025:2017 
 
 

ELEMENT MATERIALS TECHNOLOGY KOKOMO 
1815 Touby Pike 

Kokomo, IN  46901 
Gregory Stetkiw // Phone: 810-341-7980 // Email: greg.stetkiw@element.com 

Website: http://www.element.com 
 
 

MECHANICAL 
 

 
   Valid To: May 31, 2026                       Certificate Number: 1123.05 

 
In recognition of the successful completion of the A2LA evaluation process, accreditation is granted to this laboratory to 
perform the following Mechanical tests using the parameters and methods listed below:  
 

Test Type Test Parameters Test Method/Standard 

sections 5.3.1, 5.3.2,  
 5.3.3, 5.3.4; 
Ford CEPT:00:00-E-412 sections 5.1, 5.2,  
 5.3, 5.4, 5.5, 5.17; 
GMW 31722  sections 9.4.1. 9.4.3;  
GMW 3191 section 4.4.1; 

USCAR-2 section 5.6.3; 
MIL-STD-810(G,H) methods 501, 502; 
MIL-STD-202(G,H) method 108; 
JDQ 53.3; 
ISO 16750-4; 
Hyundai/KIA ES95400-10; 
IEC 60068-2-14 

Temperature Capability with 
Humidity1 

(-50 to 150) ºC 
(30 to 95) %RH 

FCA CS.00056 sections 5.3.6, 5.3.7; 
Ford CEPT:00:00-E-412 sections 5.8, 5.20; 
GMW 31722  sections 9.4.5, 9.4.6; 
GMW 3191 sections 4.4.3, 4.4.4; 

USCAR-2 section 5.6.2; 
USCAR-21 section 4.5.4; 
MIL-STD-810(G,H) method 507; 
MIL-STD-202(G,H) methods 103, 106; 
JDQ 53.3; 
Hyundai/KIA ES95400-10; 
ISO 16750-4; 
IEC 60068-2-38; 
IEC 60068-2-78 
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Test Type Test Parameters Test Method/Standard 

Thermal Shock1 
 

(-50 to 190) ºC 
Air to Air 

FCA CS.00056 section 5.3.5; 
Ford CEPT:00:00-E-412 sections 5.6, 5.7; 
GMW 31722  section 9.4.2; 
GMW 3191 section 4.4.2; 

USCAR-2 section  5.6.1; 
USCAR-21 section 4.5.5; 
MIL-STD-810(G,H) method 503; 
MIL-STD-202(G,H) method 107; 
JDQ 53.3; 
ISO 16750-4 

Force Testing Tension and 
Compression1 Up to 2 kN 

FCA CS.00056 section 5.4.2; 
Ford CEPT:00:00-E-412; 
GMW 31722 -2 - USCAR-

Ford00
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Test Type Test Method/Standard 

Dust Intrusion1 

DIN 40050-9e; 
FCA CS.00056 section 5.5.1; 
Ford CEPT:00:00-E-412 section 5.10.1; 
GMW 31722  section 9.5.1; 
IEC 60529; 
SAE  J1455 2017, Alternate Method only 

Salt Fog / Spray
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